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Features  
�

·  Mini-ITX/Micro-ATX/Flex/ATX 
·  Welded .090" Aluminum Chassis 
·  Mil -STD 810 & 461 Tailored 
·  Operating temperature: -20°C to +60°C 
·  Programmable Cooling System 
·  PS/2 Style Auto select Power Supply 
·  Shock/Vibration isolated Drive Cage 

 
Power 
·  PS/2 Form Factor 460 Watt Power Supply 

(Optional up to 800 Watt ) 
·  Wide Band Power Filter 
·  95/220 VAC, 50-400 Hz (Auto sensing) 
·  DC Power Supply +12VDC  or 

+28VDC(Optional) 
 
Peripheral Bays 
·  Five Shock mounted Front Access Drive 

bays. (3 – 5.25” and 2 – 3.5”) 
 
 
Cooling 
·  Filtered Positive Pressure Cooling System 
·  2 - 60mm  Intake Fan, 2 - 60 MM Exhaust 
·  Programmable Fan Controls 

 

Environmental Characteristics  
Temperature 

·  Operating: -20°C to +50°C 
·  Storage: -50°C to +80°C 
·  MIL-STD-810F, Section 501.4 

 
Humidity 

·  10% to 90%, Non-Condensing  
·  MIL-STD-810F Section 507.4               

 
Sand & Dust 

·  Highly Resistant 
 
Rain 

·  MIL-STD-810F, Method 506.4, Proc II 
 
Fungus 

·  MIL-STD-810E, Method 508.5 
 
Orientation 

·  ±45° From Horizontal, Any Axis 
 
Shock & Vibration 

·  MIL-STD-810F, Ground Mobile, Aircraft 
Fixed Wing & Rotary 

·  Section 516.5 and 514.5 
·  RTCA Do160e  

EMI/RFI Emission 

·  MIL-STD 461E Test Method CE101, CE102, 
RE101, RE102 

 
Altitude 

·  Operating: -200 ft to 12,000 ft Non-
Pressurized (Optional 40,000 w/ SSD)  

·  Storage: -500 ft to 40,000 ft 
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Construction 
·  Fully welded .090” aluminum cassis 
·  Nut-Plate / MIL Construction 
·  Optional Card Lockdowns 
·  Optional Rear Doghouse with EMI/RFI 

Shielding 
·  (L) 20.06” x (H) 7” x (W) 18.95” 

 

Rear View with Optional Dog House PS2 Style Mil Spec Power Supply 


